
 

ATTENTION! Please read the user manual carefully before use! 

TECHNICAL INFORMATION 

Model: 55790025/01 (Brass) 

              55790025/02 (Black) 

Rating: 220‐240V ~, 50/60Hz, G4 LED 20 X Max.2W (Bulbs exclude) 

Installation Method: Ceiling mounting 

Electrical protection class: Class II 

IP rating: IP20 

User replaceable light source. 

Non‐user replaceable LED driver. 

The LED driver can only be replaced by a professional.  
 

WARNINGS 

1.        Indoor use only. 

2. This luminaire must be installed by a qualified person. 

3. Prevent the luminaire from moist environment, in order to avoid leakage and electric shock. 

4. Mark sure the power supply is disconnected before installation. 

5. While the luminaire is working, don’t touch it by hand. 

6. The luminaire is approved for its intended use only, any changes are not allowed. 

7. Replace failed lamps immediately by lamps of the same rated voltage and wattage to prevent overheating. 
Disconnect the lamp from the electrical supply and wait for it to cool down. Follow the indications on the 
drawing when changing the bulb. 

8. If the external flexible cable or cord of this luminaire is damaged, it shall be exclusively replaced by the 
manufacturer or his service agent or a similar qualified person in order to avoid a hazard. 

9.    Meaning of crossed out wheeled dustbin: Do not dispose of electrical appliances as unsorted 

municipal waste, use separate collection facilities contact your local government for information regarding 

the  collection systems available. If electrical appliances are disposed of in landfills or dumps, hazardous 

substances  can leak into the ground and water then get into the food chain, damaging your health and 

well‐being. 
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Installation: 

 

 

 

                                                                                                                                              

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

NOTE:  

Wiring the power source through the insulation tube into the terminal box inside the canopy, be sure that the fixing 

wires separated from the metal enclosure and mounting surface by double insulation, connect to L, N terminal as 

indicated. 


